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Main lift component

Driving machine
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Shenyang Bluelight Drive Technology Co.,Ltd
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Notes

1. The report is obtained based in the type-examination compliance with Regulation for Type
Tests of Elevators (TSG T7007-2016)

2. The report must be printed or filled out in fountain pens/sign pens with neat and clear
handwriting, no alternation.

3. The report is invalid if not signed by signature, and it is also invalid without approval number
of the type testing organization, special seal for report and paging seal.

4. There will be two versions of the report: electronic and printed formats. They are equal in
authorities.

5. Any discrepancy about the report from applicant should be raised within 15 working days
after receiving the report.

6. The report is responsible for the tested sample only.

THE INFORMATION OF TYPE TEST ORGANIZATION :

Name: Shenzhen Institute of Special Equipment Inspection and Test

Address 1032 Honggang Road, Luohu District, Shenzhen,Guangdong Province

Approval No. TS7610038-2021

Postcode 518029

Branch Name QingHu Branch of Shenzhen Institute of Special Equipment Inspection and Test
Branch Address No.6, Chuangye Lane, Shunchenji Industrial Park Nearby, Dahe Road, LongHua
District, Shenzhen,Guangdong Province

Postcode 518109

Phone 0755 28079821, 0755 28079351

Website www.sise.org.cn Email szlift@sise.org.cn
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1. Sample configuration and technical data
Product name Lift traction machine Model/Type WYT-T
3 phase AC permanent
magnet synchronous
Working condition Indoor Construction pattern structure without
reduction device (shaft
supported by two point)
Rated speed of driving machine 4.00 m/s Rated output torsion 765 N-m
Rated speed of lift 2.00 m/s Rated load of lift 1150
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2. Technical documents check and results
No. Project code Items Results Conclusion
1 Y5.1 Certificate and related technical data Information Complete Pass
2 Y5.2 Calculation data Information Complete Pass
3 Y5.3 Main design drawing Information Complete Pass
3. Sample check and test
3.1. Test projects and results
Project code and . ) )
name Project contents and requirements Results Conclusion
Y611 When the insulation resistance of the stator winding is in heat
1 Insulation resistor

of stator winding
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Project code and . . .
No. name Project contents and requirements Results Conclusion
The box cutting face and the eye cover of the gear elevator
driving host shall be tightly connected without oil leakage.
Y6.4 . : . .
18 Reducer box During the temperature rise test, the oil leakage of the | Notapplicable /
extending end of the reduction box shaft shall not exceed
25cm?

Under the condition of specified working system, the load
lasting rate, the starting (brake) time, when the electric motor
cail in the driving machine ( if no reducer box )or the ail in the
reducer box achieve thermal stability, the following

19 requirements shall be satisfied:

Lﬁelni'lerat e rise (1) The temperature rise of the electric motor stator winding
test peratu ! and the brake coil shall not exceed 80 K or 105 K respectively in

the process of adopting B grade or F grade insulation
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3.3 Sample Drawing
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3.4 Additional Information
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